
TECHNICAL DATA

Analogue output
0...100% RH and -40...+60°C (-40...140°F)

0-1V -0.1 mA < IL < 0.1 mA
0-5V -0.5 mA < IL < 0.5 mA
0-10V -1.0 mA < IL < 1.0 mA

Supply voltage SELV
3.6...30V DC  for analogue output 0-1V
10...30V DC  for analogue output 0-5V
15...30V DC  for analogue output 0-10V

Temperature ranges working temperature (electronics) -40...+60°C (-40...140°F)
storage temperature -40...+60°C (-40...140°F)

Housing polycarbonate / IP65

TroubLE-sHooTINg

ERRoR poSSibLE CAuSE REmEdiES

Unrealistic values Wrong installation.
Please take care that the ambient temperature of the transmitter is the same like the measuring 
temperature. For outdoor applications use a radiation shield. For rechecking the humidity 
calibration we suggest to use our Humidity Test-Kits.

Long response time Pollution of the filter.
Wrong filter type.

Change filter cap.
Adjust filter type to application.

Complete failure No supply voltage. Check supply cable and supply voltage.

Extremely high humidity 
values Bedewing of the sensor probe. Dry the sensor probe and if necessary replace the filter.

The EE060 transmitters are designed to measure humidity and temperature.
They use a capacitive sensor element for the humidity measurement.
Common applications for the series EE060 are in the field of humidifiers and dehumidifiers, climate control in museums, monitoring of storage rooms as 
well as control units in photostatic machines.

For special applications do not hesitate to contact the manufacturer or the corresponding distributor.

gENErAL

Absolutely avoid extreme mechanical and unspecified strain.
For mounting and maintenance purposes it is recommended, to follow the valid ESD-safety precautions!

ATTENTIoN

DIMENsIoNs 

mANuAL
EE060 HumidiTY / TEmpERATuRE TRANSmiTTER 

Cable length: 0.5m (1.6ft) / 1.5m (4.9ft) / 3m (9.8ft)

connector version cable version
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ACCEssorIEs

CoNNECTIoN DIAgrAM

Female connector 4pol. self assembly M12x1 HA010707
Female connector 8pol. self assembly M12x1 HA010704
Connection cable 4pol. M12x1 male-female, shielded, 2m (6.5ft) HA010816
Connection cable 4pol. M12x1 male-female, shielded, 5m (16.4ft)  HA010817
Connection cable 4pol. M12x1 male-female, shielded, 10m (32.8ft) HA010818
Connection cable 8pol. M12x1-female - free cable end, shielded, 3m (9.8ft)  HA010323
Connection cable 8pol. M12x1-female - free cable end, shielded, 5m (16.4ft)  HA010324
Connection cable 8pol. M12x1-female - free cable end, shielded, 10m (32.8ft)  HA010325
Plastic mounting flange for duct mounting HA010202

uSA 
FCC notice: 

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable protection against 
harmful interference in a residential installation. This equipment generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the installation manual, may cause 
harmful interference to radio communications. However, there is no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or televi-
sion reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following measures:

-  Reorient or relocate the receiving antenna.
-  Increase the separation between the equipment and receiver.
-  Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
-  Consult the dealer or an experienced radio/TV technician for help.

Caution:
Any changes or modifications not expressly approved by the party responsible for compliance could void the user‘s authority to operate this device.

CANAdiAN 
iCES-003 notification: 

This Device B digital apparatus complies with Canadian ICES-003. / Cet appareil numérique de la classe B est conforme à la norme NMB-003 du Canada.

InformatIon  +43 7235 605 0 / info@epluse.com
Langwiesen 7 • A-4209 Engerwitzdorf, Austria
Tel: +43 7235 605-0 • Fax: +43 7235 605-8
info@epluse.com • www.epluse.com

LG Linz Fn 165761 t • UID-Nr. ATU44043101 
Place of Jurisdiction: A-4020 Linz • DVR0962759
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cable versionconnector version

Supply voltage:
according to technical 
data

V+ (white)

GND (brown)

RH (green)
T (yellow)

V V

1 2
3

4
5

6

7 8

Connector 4-pole (m)
1...V+
2...RH-out 
3...GND
4...T-out

Connector 8-pole (m)
1...T-passive
2...not connected 
3...not connected
4...RH-out
5...T-out
6...GND
7...T-passive
8...V+


